
BUSCHHOLZHÄCKSLER / CHIPPER LS 160 PB

Länge / Length   3450 mm (transport  3120 mm)

Breite / Width  1590 mm

Höhe / Height  2500 mm (transport 1920 mm) 

Gewicht / Weight 750 kg

Leistung / Load  12 ÷ 16 m3 / per hour 

Max. Durchmesser / Max. diameter 160 mm

Stückzahl der Messer / Number of blades 2

Hackgutslänge / Length of chips  5 ÷ 15 mm

MOTOR / ENGINE KOHLER ECH 749
Leistung / Power output 19,8 kW (26,5 HP) 

Kraftstoff / Fuel Benzin ON 95

www.laski.cz

 Der neue und ganz kompakte 
Buschholzhäcksler LS 160 PB eignet sich vor allem 
zur Zerkleinerung der oberirdischen Pflanzen, 
Gartenabfälle, Gebüsche und Astholzer sowie  
zur Erzeugung der Hackgemische. Mit dieser 
Maschine können die obigen Materialien mit 
einem Durchmesser bis zu 160 mm zerkleinert 
werden. Der Buschholzhäcksler ist mit zwei 
hydraulisch betätigten Einlegewalzen und einem 
automatischen Überlastschutz des sparsamen 
Verbrennungsmotors Kohler 26,5 HP versehen. 

 LS 160 PB is a new compact machine 
designed for disposal of branch-wood with 
diameter up to 160 mm and other above-ground 
biomass or for manufacture of chips.  Its upper 
turnable part makes the loading chute accessible 
from all sides. This chipper is equipped with two 
hydraulic loading rolls automatically controlled 
and also protected against overloading of the 26,5 
HP engine Kohler.
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